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Lithium
-ION Rechargeable

 

 
 

Li-ION Rechargeable  
 

 

 

 • Lightweight • State-of-the-art technology 
 • High energy chemistry • Wide operating temperature range 
 • No memory effect  
         
         
         

Ultralife Product No. Ultralife Part. No NSN Dimensions (mm) 
Thickness x Width x Length 

Average Voltage 
(V) 

Nominal Capacity 
(@ C/5 Rate) 

Energy 
(Wh) 

Energy Density 
(Wh/kg) 

Weight 
(g) 

UBI-2590 UBBL02 6140-01-553-3527 62.2 x 111.8 x 127.0 14.4 or 28.8 6.0 or 12.0 Ah 173 120 1440 

UBBL04 (See Note 1) UBBL04  38.1 x 64.8 x 95.3 7.2 7.0 Ah 47 134 370 

UBBL07 (See Note 1) UBBL07  20 x 60 x 70 3.7 6.1 Ah 22.6 141 160 

UBBP01 (See Note 1) UBBP01  5.8 x 51.5 x 71 3.7 1.8 Ah 6.8 148 46 

UBP103450/PCM UBP001  11 x 36 x 54 3.7 1.7 Ah 6.5 176 41 

UBP053450/PCM UBP002  6.2 x 36 x 54 3.7 900 mAh 3.4 170 24 

UBP053048/PCM UBP005  5.8 x 31 x 52 3.7 740 mAh 2.8 165 17 

UBP363450/PCM UBP004  4.4 x 36 x 54 3.7 580 mAh 2.2 147 15 

         
• Operating Temperature: -20° C to 60° C • Cycle Life: 500 cycles @ C/5 to 80% initial capacity • Terminals: Black and red wired (+) (-) 
• Storage Temperature: -20° C to 60° C  UBBL07: >300 cycles @C/5 to 80% of initial capacity • Charging: See Note 2 
• Memory Effect: None • Self Discharge: <10% per month  
• Housing: Aluminum Can • Maximum Discharge: See individual datasheets  
         
Note (1): UBBL04: Battery pack with hard plastic case. 

UBBL07: Battery pack with wire leads and Molex connector 87439-0440. 
UBBP01: Battery pack with wire leads and JST connector 

Note (2): Maximum charge rate at C/2 to 4.2 Volts in a temperature range of 0° to 45° C.  Hold at 4.2 Volts until current declines to C/10. 
  
  
         
         

For complete Technical Datasheets go to: www.ulbi.com 
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Li-ION Rechargeable  
 

 

 

 • Lightweight Battery • State-of-the-art technology 
 • High energy chemistry • Wide operating temperature range 
 • No memory effect  
         
         
         

Ultralife Product No. Ultralife 
Part. No NSN Dimensions (mm) 

Thickness x Width x Length 

Average 
Voltage 

(V) 

Nominal Capacity 
(Ah) 

Maximum Discharge 
(mA-continuous) 

Energy 
(Wh) 

Energy Density 
(Wh/kg) 

Weight 
(g) Exterior/Housing 

State of 
Charge 

Indicator 
LI-145 UBBL06 6140-01-542-4386 42.2 x 73.7 x 209.6 15.2 9.4 5.0 143 140 1021 GE Noryl Yes 

UBBL09 UBBL09  62.2 x 111.8 x 127.0 11.1 or 22.8 9.2 or 18.4 6.0 or 12.0 204 142 1440 Hard Plastic Yes 

LWC-L UBBL01  44.0 x 112.0 x 131.0 15.2 8.0 6.5 121 131 925 Hard Plastic No 

UBBL12 UBBL12  42.42 x 111.51 x 136.53 15.2 7.0 5.0 109 128 850 Hard Plastic Yes 

UBI-2590 SMBus UBBL10 6410-01-554-2347 62.2 x 111.8 x 127.0 14.1 or 28.8 6.8 or 13.6 6.0 or 12.0 206 143 1440 Hard Plastic Yes 

UBBL04 UBBL04  38.1 x 64.8 x 95.3 7.2 7.0 3.5 47 134 370 Hard Plastic No 

UBI-2590 UBBL02 6140-01-553-3527 62.2 x 111.8 x 127.0 14.4 or 28.8 6.0 or 12.0 6.0 or 12.0 173 120 1440 Hard Plastic Yes 

LI-7 UBBL03  42.42 x 111.51 x 136.53 15.2 7.5 3 114 120 944 Hard Plastic Yes 

         
• Operating Temperature: -20° C to 60° C • Cycle Life: Greater than 300 cycles @C/5 to 80% of initial • Terminals: See Note 1 
• Storage Temperature: -20° C to 60° C  capacity • Charging: See Note 2 
• Memory Effect: None • Self Discharge: <5% per month  
         
Note (1): Terminals: LWC-L: Lemo Connector EEG 0B 305 CLL 

 UBI-2590: SC-C-179495 
 UBBL03: Flat Contacts (302 Stainless plaited with Sulfomate Nickel per ASTM B689, Type 1 Cable) (Connector: Lemo HEN.1F.305.XLNP) 

Note (2): See individual datasheets for specific charging instructions 
  
  
         
         

For complete Technical Datasheets go to: www.ulbi.com 




